13. HAYBALE BARRIERS SHALL BE INSPECTED IMMEDIATELY AFTER EACH
RAINFALL AND AT LEASE DAILY DURING PROLONGED RAINFALL.

14. CLOSE ATTENTION SHALL BE PAID TO THE REPAIR OF DAMAGED BALES,
END RUNS AND UNDERCUTTING BENEATH BALES.

15. NECESSARY REPAIRS TO BARRIERS OR REPLACEMENT OF BALES SHALL BE
ACCOMPLISHED PROMPTLY.

16. SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH RAINFALL. THEY
MUST BE REMOVED WHEN THE LEVEL OF DEPOSITION REACHES
APPROXIMATELY ONE-HALF THE HEIGHT OF THE BARRIER.

17. ANY SEDIMENT DEPOSITS REMAINING IN PLACE AFTER THE HAYBALE
BARRIER IS NO LONGER REQUIRED SHALL BE DRESSED TO CONFROM TO
THE EXISTING GRADE, PREPARED AND SEEDED.

18. SILTFENCES AND FILTER BARRIERS SHALL BE INSPECTED IMMEDIATELY
AFTER EACH RAINFALL AND AT LEASE DAILY DURING PROLONGED
RAINFALL. ANY REQUIRED REPAIRS SHALL BE MADE IMMEDIATELY.

19. SHOULD THE FABRIC ON A SILT FENCE OR FILTER BARRIER DECOMPOSE
OR BECOME INEFFECTIVE PRIOR TO THE END OF THE EXPECTED USABLE
LIFE AND THE BARRIER IS STILL NECESSARY, THE FABRIC SHALL BE
REPLACED PROMPTLY.

20. THE STRUCTURE SHALL BE INSPECTED AFTER EACH RAIN AND REPAIRS
MADE AS NEEDED.

21. SEDIMENT SHALL BE REMOVED AND THE TRAP RESTORED TO ITS
ORIGINAL DIMENSIONS WHENTHE SEDIMENT HAS ACCUMULATED TO ONE-
HALF THE DESIGN DEPTH OF THE TRAP. REMOVED SEDIMENT SHALL BE
DEPOSITED IN A SUITABLE AREA AND IN SUCH A MANNER THT IT WILL
NOT ERODE.

22. THE CONTRACTOR IS RESPONSIBLE FOR FOLLOWING THE BEST EROSION
AND SEDIMENT CONTROL PRACTICES AS OUTLINED IN THE PLANS,
SPECIFICATIONS AND APPLICABLE WATER MANAGEMENT DISTRICT
PERMIT(S) FOR THIS PROJECT.

23. FOR ADDITIONAL INFORMATION ON SEDIMENT AND EROSION CONTROL
REFER TO “THE FLORIDA DEVELOPMENT MANUAL — A GUIDE TO SOUND
LAND AND WATER MANAGAEMENT” FROM THE STATE OF FLORIDA
DEPARTMENT OF ENVIRONMENTAL REGULATION (FDER), CHAPTER 6.

24. EROSION AND SEDIMENT CONTROL BARRIERS SHALL BE PLACED ADJACENT
TO ALL WETLAND AREAS WHERE THERE IS POTENTIAL FOR DOWNSTREAM
WATER QUALITY DEGRADATION.
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